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§75.1103-10

be trained in firefighting operations.
Fire drills shall be held at intervals not
exceeding 6 months.

[37 FR 16546, Aug. 16, 1972]

§75.1103-10 Fire suppression systems;
additional requirements.

Where the average air velocity along
the belt haulage entry exceeds 100 feet
per minute, or the belt is not fire re-
sistant, or both, the fire suppression
system in the belt haulageway shall
conform with the following additional
sensor and cache requirements:

(@) The maximum distance between
sensors along the belt haulageway
shall be 40 percent of those distances
specified or established in accordance
with §75.1103-4(a) (1) or (2), as applica-
ble, and shall be installed and put in
operation within the period of time
specified in §75.1103-4(a)(3).

(b) For each conveyor belt flight ex-
ceeding 2,000 feet in length, an addi-
tional cache of the materials specified
in §75.1103-9(a) (1), (2), and (3) shall be
provided. The additional cache may be
stored at the locations specified in
§75.1103-9(a), or at some other strategic
location readily accessible to the con-
veyor belt flight.

[37 FR 16546, Aug. 16, 1972]

§75.1103-11 Tests of fire hydrants and
fire hose; record of tests.

Each fire hydrant shall be tested by
opening to insure that it is in operat-
ing condition, and each fire hose shall
be tested, at intervals not exceeding 1
year. A record of these tests shall be
maintained at an appropriate location.

[37 FR 16546, Aug. 16, 1972]

§75.1104 Underground storage, lubri-
cating oil and grease.

[STATUTORY PROVISIONS]

Underground storage places for lubri-
cating oil and grease shall be of fire-
proof construction. Except for specially
prepared materials approved by the
Secretary, lubricating oil and grease
kept in all underground areas in a coal
mine shall be in fireproof, closed metal
containers or other no less effective
containers approved by the Secretary.
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§75.1106 Welding, cutting, or soldering
with arc or flame underground.

[STATUTORY PROVISIONS]

All welding, cutting, or soldering
with arc or flame in all underground
areas of a coal mine shall, whenever
practicable, be conducted in fireproof
enclosures. Welding, cutting, or solder-
ing with arc or flame in other than a
fireproof enclosure shall be done under
the supervision of a qualified person
who shall make a diligent search for
fire during and after such operations
and shall, immediately before and dur-
ing such operations, continuously test
for methane with means approved by
the Secretary for detecting methane.
Welding, cutting, or soldering shall not
be conducted in air that contains 1.0
volume per centum or more of meth-
ane. Rock dust or suitable fire extin-
guishers shall be immediately avail-
able during such welding, cutting or
soldering.

§75.1106-1 Test for methane.

Until December 31, 1970, a permissible
flame safety lamp may be used to
make tests for methane required by the
regulations in this part. On and after
December 31, 1970 a methane detector
approved by the Secretary shall be
used for such tests and a permissible
flame safety lamp may be used as a
supplemental testing device. A person
qualified to test for methane under
§75.151 will be a qualified person for the
purpose of this section.

TRANSPORTATION, HANDLING AND STOR-
AGE OF LIQUEFIED AND NONLIQUE-
FIED COMPRESSED GAS CYLINDERS

§75.1106-2 Transportation of liquefied
and nonliquefied compressed gas
cylinders; requirements.

(a) Liquefied and nonliquefied com-
pressed gas cylinders transported into
or through an underground coal mine
shall be:

(1) Placed securely in devices de-
signed to hold the cylinder in place
during transit on self-propelled equip-
ment or belt conveyors;

(2) Disconnected from all hoses and
gages;
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